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ELECTRICAL SYMBOLS LEGEND 120/208 VOLT, 3 PHASE, 4 WIRE LIGHTING FIXTURE SCHEDULE
225 AMP M.L.O. TWO SECTION
WQ SINGLE POLE SWITCH, LETTER INDICATES SWITCH LEG, Ve N HOME RUN TO PANEL mcmﬂ>0m _<_OCZ._-mU 22K AIC RATED g>wx _<_>ZC—H>O._|cmmw O>._|>_IOO zo _I>_<__Um —H_z_m_u_ _Socz._u_zm <o_l._.m wm_<_>wxm >Oomv._|>w_lm
'K' INDICATES KEY TYPE, 'P' INDICATES PILOT A UNSWITCHED LIGHTING CIRCUIT QTY TYPE MANUFACTURERS
Sy DOUBLE POLE SWITCH N~ MASTER SATELLITE FIXTURE CONNECTION cC LR R R R|L cC
LOAD AMP AMP LOAD -
S3 THREE-WAY SWITCH —E— EMERGENCY CIRCUIT T VA |T|E LOAD DESCRIPTION E|P|size 2| size |P | E LOAD DESCRIPTION EITI VA | T A~ | COLUMBIA Wed-232 2 | F32T8/835 WHITE SURFACE 120 !
Sy FOUR WAY SWITCH I _ CABLE TRAY NO T 1s|C M M C|S "7 I NO
wo m_nw\_m,mmmww&mﬂmﬂﬁmc o F.A.C.P. FIRE ALARM CONTROL PANEL 1 | 400 X | ORAL SURGERY 128 WORKSTATION 1] 20 |A| 20 |1 RECOVERY DENTAL CHAIR X 200 | 2 B LEDALITE 7316-T02-1-J-12-2-1-E-W | 6 | F32T8/TLIS0 WHITE RECESSED 120 8
m_._ St HOLDER WITH SIITCH H.0.A. HAND-OFF-AUTO 3 | 400 X | ORAL SURGERY 128 DENTAL CHAIR 11 20 [B] 20 |1 RECOVERY RECEPTACLES X 1200 | 4
s MOMENTARY CONTAGT SWITCH we WEATHER-PROOF 7 | 400 X | OP. TREATMENT 127 WORKSTATION 1] 20 [A] 20 [1] [WASHING RECEPTACLES X 400 | 8
M 30/3/10/3R RATED AMPACITY/NO. POLES/FUSING REQ'D/NEMA ENCL. NO. BB LEDALITE 7316-T02-1-J-4-2-1-E-W 2 F32T8/TL950 WHITE RECESSED 120
St FRACTIONAL H.P. MOTOR THERMAL ELEMENT SWITCH O COMBINATION HEAT DETECTOR 9 | 400 X | OP. TREATMENT 127 DENTAL CHAIR 11 20 [B] 20 |1 WASHING RECEPTACLES X 400 | 10 -T02-|-J-4-2-1-E-
Stg TIMER SWITCH Q FIXED TEMP. HEAT DETECTOR 11 | 800 X | OP. TREATMENT 127 WORKSTATIONS 11 20 [c| 20 [+ DIRTY RECEPTACLES X 400 | 12 CLEAR
m< _ VARIABLE SPEED SWITCH @ EV FIXED TEMP. HEAT DETECTOR, CONNECTED TO ELEVATOR RECALL 13 400 X | OP. TREATMENT 126 WORKSTATION 11 20 |A| 20 |1 CLEAN RECEPTACLES X 800 14 C PRESCOLITE CFTD832HEB-STFD802H 2 CF26 TT ALZAK RECESSED 120 3
..%H __ > OCCUPANCY SENSOR - CEILING zosﬁmi D LI AR TES [F] FIRE ALARM MANUAL STATION 15 | 400 X | OP. TREATMENT 126 DENTAL CHAIR 1] 20 |B| 20 | 1| |ALCOVE RECEPTACLE X 400 | 16
~ -
OCCUPANCY SENSOR - WALL MOURTED | 15 TURES TO BE CONTROLLED [ok FIRE ALARM COMBINATION HORNVISUAL 17 | 800 X | OP. TREATMENT 126 WORKSTATIONS 1] 20 [c| 20 |[1] [OP. TREATMENT 122 WORKSTATION | X 400 | 18 D  |LEDALITE 7306-T02--G-8-2-1-E-W | 4 | F32T8/835 WHITE PENDANT 120 8
= CIERGENGY BATTERY PACK BY OCCUPANCY SENSOR(S). [o] FIRE ALARM VISUAL SIGNAL 19 | 400 X | OP. TREATMENT 125 WORKSTATION 11 20 [A] 20 |1 OP. TREATMENT 122 DENTAL CHAIR | X 400 | 20
@ SMOKE DETECTOR 21 400 X | OP. TREATMENT 125 DENTAL CHAIR 11 20 |B| 20 |1 OP. TREATMENT 122 WORKSTATIONS | X 800 22 DA LEDALITE 7306-T02-1-G-4-1-1-E-W 2 F32T8/835 WHITE PENDANT 120
J o EMERGENCY FIXTURE REMOTE HEAD(S) @ SMOKE DETECTOR. DUCT MOUNTED
BN FLUORESCENT CEILING FIXTURE WITH LAMPS SWITGHED D « 23 | 800 X | OP. TREATMENT 125 WORKSTATIONS 11 20 [c| 20 [+ OP. TREATMENT 121 WORKSTATION | X 400 | 24
ASN SEPARATELY A_M_u mumﬁwwmm%wmm_w\_%hzmmwﬂmﬂzqﬁom_roM,NMx oL 25 | 400 X | OP. TREATMENT 124 WORKSTATION 11 20 [A] 20 |1 OP. TREATMENT 121 DENTAL CHAIR | X 400 | 26 DA2 | LEDALITE 7306-T02-I-G-4-5-1-E-W 2 F32T8/835 WHITE PENDANT 120
O FLUORESCENT CEILING FIXTURE EV . 27 | 400 X | OP. TREATMENT 124 DENTAL CHAIR 11 20 [B] 20 |1 OP. TREATMENT 121 WORKSTATIONS | X 800 | 28
@ EMERGENCY FLUORESCENT CEILING FIXTURE [S] CEILING SPEAKER 29 | 800 X | OP. TREATMENT 124 WORKSTATIONS 11 20 [c] 20 |1 LINEN RECEPTACLES X 800 | 30
= CLUORESCENT WALL MOUNTED FIXTURE ] SPEAKER, WALL MOUNTED . F LEDALITE 7306-T03-I-G-8-2-1-E-W 4 F32T8/835 WHITE PENDANT 120 8
— EMERGENCY FLUORESGENT WALL MOUNTED FIXTURE sk SPEAKER HORN 31 | 800 X | WEST LAB RECEPTACLES 11 20 [A] 20 |2 PANOREX X-RAY 2800 | 32
—0— FLUORESCENT STRIP LIGHT O CLOCK HANGER OUTLET 33 | 800 X | WEST LAB RECEPTACLES 11 20 |B| - - - - 34 FA LEDALITE 7306-T03-1-G-4-2-1-E-W 2 F32T8/835 WHITE PENDANT 120 8
0O CEILING FIXTURE Hc] CLOCK. WALL MOUNTED 35 | 500 X | LAB HOOD 11 20 [c] 20 |1 SPARE 36
@ EMERGENCY CEILING FIXTURE B T.V. ANTENNA OUTLET (ROUGH-IN ONLY) 37 | 800 X | BOILOUT 1] 20 |A| 20 |1 PANOREX X-RAY RECEPTACLES X 800 | 38 G COLUMBIA WCW4-432 4 F32T8/835 WHITE SURFACE 120 1
w WALL MOUNTED FIXTURE V) SOUND SYSTEM VOLUME CONTROL 39 | 500 X | LAB HOOD 1] 20 |B| 20 |1 OP. TREATMENT 115 WORKSTATION | X 400 | 40
EMERGENCY WALL MOUNTED FIXTURE _
® Ex1T LIGHT FIXTURE D) NURSE CALL DOME LIGHT EMERGENCY CALLS ONLY 41 800 X | WEST LAB RECEPTACLES 1 20 |[C| 20 1 OP. TREATMENT 115 DENTAL CHAIR X 400 42 H TECH LIGHTING 700FJAUTMZ12 1 ﬂmw\”\.%_o_m__m_/_ wwwmm_mm PENDANT 120
o SHOTOGELL D NURSE CALL DOME LIGHT EMERGENCY/NORMAL CALLS 43 | 800 X | WEST LAB RECEPTACLES 11 20 [A] 20 |1 OP. TREATMENT 115 WORKSTATIONS | X 800 | 44
EMERGENCY CALL SWITCH
DUPLEX REGEPTAGLE % EHERGENOY OALL S 45 | 500 X | LAB REFRIGERATOR 11 20 [B] 20 |1 OP. TREATMENT 114 WORKSTATION | X 400 | 46 J TECH LIGHTING 00WSFLA-N-Z.CF 1 | 18w cF GU24 wuwmm_mm WALL 120
FOURPLEX RECEPTACLE - TWO DUPLEX RECEPTAGLES ® 47 | 800 X | NORTH LAB RECEPTACLES 11 20 [c| 20 [+ OP. TREATMENT 114 DENTAL CHAIR | X 400 | 48
SINGLE BED NURSE CALL STATION (1 CORD SET) 49 | 800 X | NORTH LAB RECEPTACLES 11 20 [A] 20 |1 OP. TREATMENT 114 WORKSTATIONS | X 800 | 50 CFTD832HEB-DM-STFD8 CLEAR
¢ FOUR-PLEXRECEPTACLE - TWO DUPLEXRECEPTACLES - GFCI _.@ DOUBLE BED NURSE CALL STATION (2 CORD SETS) - K PRESCOLITE 02H 2 CF32TT ALZAK RECESSED 120 3
DUPLEX RECEPTACLE - GROUND-FAULT CIRCUIT-INTERRUPTER b Ut oALL AN NGATO & POER SUPPLY 51 | 800 X | NORTH LAB RECEPTACLES 11 20 [B] 20 |1 OP. TREATMENT 113 WORKSTATION | X 400 | 52
SPECIAL RECEPTACLE [NC] 53 | 800 X | EAST LAB RECEPTACLES 11 20 [c] 20 |1 OP. TREATMENT 113 DENTAL CHAIR | X 400 | 54 M2SES124-432-RS-2-120
[ND] NURSE CALL DUTY STATION L KENALL 4 | F32T8/TL950 WHITE SURFACE 120
== ISOLATED GROUND RECEPTACLE [NS| NURSE GALL STAFF STATION 55 | 800 X | EAST LAB RECEPTACLES 1| 20 |A| 20 |1| |OP.TREATMENT 113 WORKSTATIONS | X 800 | 56 -PAF-2H-MLP-EL
FLUSH FLOOR RECEPTACLE - POWER 7 X | EAST LAB RECEPTACLE 11 20 [B] 20 |1 P. TREATMENT 112 WORKSTATION | X 4 -RSW-CL-
® ] BUSHBUTTON STATION 5 800 S C CLES 0 0 o ORKSTATIO 00 | 58 " ALKCO TAB126-RSW-CL-LESS ] CFI26 BRUSHED SURFACE 120
© SINGLE RECEPTACLE B PUSHBUTTON STATION, 'P' INDICATES PILOT 59 | 800 X | EAST LAB RECEPTACLES 1] 20 |Cc| 20 |1 OP. TREATMENT 112 DENTAL CHAIR X 400 | 60 SWITCH ALUMINUM
BC CEILING MOUNTED RECEPTACLE [k MAGNETIC DOOR HOLDER 61 | 800 X | SOUTH LAB RECEPTACLES 11 20 [Aa] 20 |1 OP. TREATMENT 112 WORKSTATIONS | X 800 | 62 CVPL-8-1T8-WM-EP120- MATTE
o7 TAMPER-RESISTANT RECEPTACLE N ALERA 2 F32T8/835 WALL 120 7
MULTHOUTLET ASSEMBLY 4 DOOR MONITOR SWITCH 63 | 800 X | SOUTH LAB RECEPTACLES 11 20 |B| 20 |1 OP. TREATMENT 111 WORKSTATION X 400 | 64 MW-8-SCE WHITE
I ) « DOOR SWITCH 65 | 800 X | SOUTH LAB RECEPTACLES 11 20 [c] 20 |1 OP. TREATMENT 111 DENTAL CHAIR | X 400 | 66 8.1 T8-WM- ]
- LIGHTING & APPLIANCE PANELBOARD . OOR BELL CHIME N1 ALERA CVPL-8-1T8-WM-EP120 5 F32T8/835 MATTE WALL 120 7 5
77 67 | 800 X | SOUTH LAB RECEPTACLES 11 20 [Aa] 20 |1 OP. TREATMENT 111 WORKSTATIONS | X 800 | 68 MW-8-SCE-EL WHITE
/| POWER DISTRIBUTION EQUIPMENT & DOOR CONTACT
69 | 800 X | CENTER LAB RECEPTACLES 11 20 [B] 20 |1 SPARE 70
TRANSFORMER 4 - - -
[T] SFO < MOTION DETEGTOR NA | ALERA CVPL-4-1T8-WM-EP120 1 F32T8/835 MATTE WALL 120 7
o CABINET, TYPE INDICATED 71 800 X | CENTER LAB RECEPTACLES 1 20 |C| 20 1 SPARE 72 MW-8-SCE WHITE
=< MOTOR STARTER, LIGHTING CONTACTOR 73 SPARE 11 20 [A]| 20 |1 SPARE 74 UNDER
COMBINATION MOTOR STARTER & SAFETY SWITCH
\_W_\J MOTOR 3 SPARE 2 o 20 1 |SPARE 0 Q GARDCO 111EMC-MT-32TRF-120- | CF32TT DARK SURFACE 120
o JUNGTION BOX 79 SPARE 11 20 [A SPACE ONLY 80 BRP BRONZE
A<< TELEPHONE OUTLET - WALL MOUNTED 81 SPARE 1 20 B SPACE ONLY 82 X1 DUAL LITE SESRWE _ FURNISHED WHITE 4 120 6 2
41 TELEPHONE OUTLET BOX ) NUMBER BY SYMBOL INDICATES QUANTITY OF NOTE: SYMBOLS SHOWN "STACKED" ON THE FLOOR PLANS 83 SPARE 11 20 |C SPACE ONLY 84 W/ UNIT
A 2 DATA OUTLET BOX JACKS. THE NUMBER ZERO INDICATES EMPTY INDICATE THAT THE DEVICES ARE TO BE LOCATED IN THE SAME
OUTLET BOX, BLANK PLATE AND CONDUIT. OUTLET BOX AND FACEPLATE. (I.E. 1 ) X1A DUAL LITE SEDRWE _ FURNISHED WHITE 4 120 6 2
« 2 W/ UNIT
PANEL M2 LIGHTING FIXTURE SCHEDULE REQUIREMENTS
120/208 VOLT, 3 PHASE, 4 WIRE
225 AMP MLO TWO SECTION A. ALL FLUORESCENT FIXTURES SHALL BE PAINTED AFTER FABRICATION. HOUSINGS FOR RECESSED FLUORESCENT FIXTURES SHALL HAVE A MINIMUM DEPTH
L. OF 4". PROVIDE EXTRUDED ALUMINUM TYPE DOOR FRAMES WHERE FIXTURES ARE SPECIFIED WITH ALUMINUM DOOR FRAMES.
SURFACE MOUNTED 22K AIC RATED
B. SUBMIT SHOP DRAWINGS FOR EACH BALLAST AND LAMP TYPE USED ON PROJECT.
cC TR = = =TT cc C. BALLASTS FOR LINEAR FLUORESCENT T8 LAMPS SHALL BE GE ULTRASTART SERIES (OR EQUAL BY ADVANCE OPTANIUM SERIES). BALLAST
PANEL MB LOAD AMP | | AMP LOAD CHARACTERISTICS SHALL BE: PROGRAMMED START, OPERATING VOLTAGE RANGE OF 120-277V + 10%, BALLAST FACTOR GREATER THAN 0.85 (UNLESS
T va |TIE LOAD DESCRIPTION EIPlsize|2|size|P |E LOAD DESCRIPTION EITI'va | T OTHERWISE NOTED), T.H.D. OF 10% OR LESS, P.F. GREATER THAN 0.95, AND A FIVE YEAR WRITTEN REPLACEMENT WARRANTY FROM DATE OF MANUFACTURE.
120/208 VOLT, 3 PHASE, 4 WIRE Nno | VA |sle M M clsl VA | no
100 AMP M.L.O. D. BALLASTS FOR LINEAR FLUORESCENT T5 AND T5H0 LAMPS SHALL BE GE ULTRASTART SERIES (OR EQUAL BY ADVANCE OPTANIUM SERIES). BALLAST
SURFACE MOUNTED 1 ] 1300 | X ORAL SURGERY LIGHTING 1 20 JA] 20 |1 OP. TREATMENT LTG. X| 1600 | 2 CHARACTERISTICS ARE: PROGRAMMED START, OPERATING VOLTAGE RANGE OF 120-277V + 10%, BALLAST FACTOR GREATER THAN 0.99 (UNLESS OTHERWISE
3 | 1600 | X OP. TREATMENT LTG 11 20 |B| 20 |1 OP. TREATMENT LTG. X| 1600 | 4 NOTED), T.H.D. OF 10% OR LESS, P.F. GREATER THAN 0.95, AND A FIVE YEAR WRITTEN REPLACEMENT WARRANTY FROM DATE OF MANUFACTURE.
5 | 800 [X OP. TREATMENT LTG 11 20 [c| 20 [+ VESTIBULE, OP. TREATMENT 111 LTG. x| 1200 | 6
CC LR R R RIL CC E. BALLASTS FOR DIMMING FLUORESCENT LAMPS SHALL BE UNIVERSAL LIGHTING TECHNOLOGIES (OR EQUAL BY LUTRON, ADVANCE OR OSRAM). BALLAST
T |LOAD| | L OAD DESCRIPTION E|p|AMP||AMP || L OAD DESCRIPTION E|T|LOAD| T 7 | 900 |X| |DENTALLABLTG. 1] 20 |A] 20 |1 CORRIDOR LIGHTING X| 80 | 8 CHARACTERISTICS SHALL BE: PROGRAMMED RAPID START, END OF LAMP-LIFE SHUTDOWN, OPERATING VOLTAGE RANGE OF 120-277V + 10%, BALLAST
V.A. SIZE SIZE V.A. 9 | 1000 | X CORRIDOR LIGHTING 11 20 |B| 20 |1 WAITING ROOM LIGHTING X| 800 | 10 FACTOR GREATER THAN 0.86, T.H.D. OF 10% OR LESS, P.F. GREATER THAN 0.90, DIMMING RANGE FOR T5 LAMPS OF 100%-1%, DIMMING RANGE FOR T8 LAMPS
NO S|C M M CiS NO 11 | 1000 | X| |RECOVERY, TOILETS, CLOSET LTG. 1] 20 [c| 20 |1 CONFERENCE ROOM LTG. x| 1100 | 12 OF 100% TO 3%, AND A THREE YEAR WRITTEN REPLACEMENT WARRANTY. COORDINATE BALLAST CONTROL REQUIREMENTS (INCLUDING VOLTAGE,
1 | 5571 VACUUM PUMP 3] 30 |A| 20 |1 DWH-1 500 | 2 13 | 1500 | x OP. TREATMENT LTG T 20 1Al 20 |1 CORRIDOR LIGHTING < 750 | 12 CONDUCTOR QUANTITY, DIMMING DEVICE ETC.) AND LAMP TYPE TO INSURE COMPATIBILITY WITH SPECIFIED CONTROL SYSTEM.
3 - - - - |B| 20 |1 PP-1 500 | 4 15 | 1000 |X LINEN, IT, X-RAY LIGHTING 11 20 [B| 20 |1 MECH., SOUTH OFFICES LTG. x| 1500 | 16
5 - - -| - [C] 20 |1] |ws- 500 | 6 17 | 1500 | X| | TOILETS, EMS, RECEPTION LTG. 1] 20 |C| 20 |1| | OPEN OFFICE LIGHTING X | 1500 | 18 F. ALL COMPACT FLUORESCENT FIXTURES SHALL HAVE ELECTRONIC BALLASTS.
7 | 3542 AIR COMPRESSOR 2| 30 (Al 40 |2 Cu-2 4160 | 8 G. UNIVERSAL LIGHTING TECHNOLOGIES, OSRAM/SYLVANIA, ADVANCE, G.E., VENTURE, HOLOPHANE, TRIAD AND LUTRON ARE ACCEPTABLE BALLAST
. : = 19 | 800 X | TOILET RECEPTACLES 11 20 [Aa] 20 |1 EXTERIOR LIGHTING x| 600 | 20 MANURACTURERS FOR HL1D. AND COMPAGT FLUORESCENT LAMPS.
- - I - |- - - 21 | 800 X | CLOSET, CORRIDOR RECEPTACLES 11 20 [B] 20 |1 WAITING COFFEE RECEPTACLE X 400 | 22
1 EXISTING GLYCOL PUMP 31 15 lcl 50 |2 CU-1 5616 | 12 >3 T 500 — T 20 Tol 20 17 WATING COFFEE RECEPTACLE ” 200 | 22 H. wwro_u___,.\_r_“\_wMMmomzq LAMPS USED IN DIMMING APPLICATIONS SHALL BE OPERATED CONTINUOUSLY AT FULL BRIGHTNESS NOT LESS THAN 100 HOURS PRIOR
13 - - - - |A] - - - - 14 25 | 1800 WH-1 (CORRIDOR 135) 11 20 |A] 20 |1 WAITING ROOM RECEPTACLE X 400 | 26 .
15 ) ) T - Bl 20 1 SPARE 16 27 1 1800 WH- (TOILET 133) T 20 181 20 17 COPY 202 RECEPTAGLES - 1200 | 28 . ALL NON-DIMMED FLUORESCENT LAMPS SHALL BE LOW MERCURY TCLP COMPLIANT TYPE.
17 EXISTING SUPPLY FAN 31 30 |C| 20 |1 SPARE 18 29 800 X | CORRIDOR RECEPTACLES 11 20 lcl 20 |1 COPIER 1000 30 M MM__.__ummOm_N>W\_\m<m_.m/n\>Z_>_ M.m. >7M.,\_D <Mzm._.c_”~m ARE >OOm_u._.>_w_._M _LW_,\__U _<_>Zc_u>OMC_»m_»m.O RS, CO . RS 5 v oR1z6
19 ) ) T - Al 20 1 SPARE 20 - . MPACT FLUORESCENT DOWNLIGHTS SHALL HAVE ALZAK FINISH SELF-TRIMMING REFLECTORS. COMPACT FLUORESCENT DOWNLIGHTS WITH HORIZONTAL
> SETHE SPARE o 31 | 500 EF-1 1] 20 JA] 20 |1 COPY 202 RECEPTACLES X 400 | 32 LAMP(S) SHALL HAVE HARDWARE MOUNTING FOR REFLECTOR, SPRING CLIPS ARE NOT ACCEPTABLE.
- - -l - 33 | 800 X | TOILET, EMS RECEPTACLES 11 20 [B] 20 |1 CORRIDOR 201 RECEPTACLES X 800 | 34
23 SPARE 11 20 lcl 20 |1 SPARE o4 35 1 600 | MECHANICAL ROOM RECEPTACLES T 20 el 20 17 S ESTROOM RECEPTAGLES ” 500 | 36 L. CONTRACTOR SHALL FIELD VERIFY VOLTAGE OF ALL FIXTURES PRIOR TO ORDERING.
25 SPARE 11T 20 Al 20 |1 SPARE 26 37 T 500 ~URNACE F-1 T 20 Tal 20 17 WHA (VEST. 107) 1800 | 38 M. WHERE FIXTURES ARE SHOWN WITH LAMPS SWITCHED SEPARATELY, PROVIDE QUANTITY OF BALLASTS ACCORDINGLY. PROVIDE INSIDE LAMP(S) SWITCHED
SEPARATE FROM OUTSIDE LAMPS UNLESS NOTED OTHERWISE.
27 SPARE 11 20 |[B] 20 |1 SPARE 28 39 | 1800 WH-1 (VEST. 116) 11 20 |B| 20 |1 WH-1 (TOILET 107) 1800 | 40
29 SPARE 117 20 lcl 20 |1 SPARE 30 21 | 500 “URNACE F2 T 20 1ol 20 17 OFFICE 204 RECEPTAGLES - 1200 | 22 N. PROVIDE FACTORY INSTALLED INTEGRAL DISCONNECTING MEANS FOR FLUORESCENT LIGHT FIXTURES PER 2008 NEC ARTICLE 410.G. NOTE THAT EXCEPTION
o SPACE ONLY A SPACE ONLY ™ NO. 4 AND EXCEPTION NO. 5 WILL NOT BE ACCEPTED.
43 | 1800 WH-1 (CLEAN 136) 11 20 [A]| 20 |1 OFFICE 205 RECEPTACLES X 1200 | 44
33 SPACE ONLY B SPACE ONLY 31 pr — T2 T8l 20 17 OFFICE 206 RECEPTACLES ” 1200 | 26 0. PROVIDE FACTORY INSTALLED VIBRATION DAMPENERS IN ALL ALUMINUM POLES 20 FEET IN LENGTH AND LONGER, AND IN ALL SQUARE STEEL POLES 25 FEET
35 SPACE ONLY C SPACE ONLY 36 INLENGTH AND LONGER.
47 ; 11 20 [c] 20 [+ OFFICE 207 RECEPTACLES X 1200 | 48
37 SPACE ONLY A SPACE ONLY 38 49 | 1200 X | CORRIDOR RECEPTACLES 1] 20 [A] 20 |1 OFFICE 208 RECEPTACLES X 1200 | 50 LIGHTING FIXTURE SCHEDULE REMARKS
39 SPACE ONLY B SPACE ONLY 40 51 | 400 X | BREAKROOM RECEPTACLE 11 20 [B| 20 |1 OPEN OFFICE RECEPTACLES X 800 | 52
a1 SPACE ONLY c SPACE ONLY 12 =3 T 500 N ICROVAVE T 20 ol 20 17 OPEN OFFICE RECEPTACLES ” 00 | 22 1. WILLIAMS, DAY-BRITE, LITHONIA, AND LIGHTOLIER ARE ACCEPTABLE MANUFACTURERS FOR FIXTURE TYPE INDICATED.
o= T 200 ICROWAVE T 20 Tal 20 17 OFFICE 210 RECEPTACLES ” 200 | 26 2. __m__mﬂmm__wﬁ_w_,mmm_ _w__m__.%\_/w_mw DUAL-LITE, CORNERSTONE, EMERGI-LITE, HUBBELL, INFINITY, LITHONIA, AND MCPHILBEN ARE ACCEPTABLE MANUFACTURERS FOR
57 | 400 X | BREAKROOM RECEPTACLE 11 20 [B] 20 |1 RECEPTION RECEPTACLES X 400 | 58 .
2o 1 200 | BREAKROOM RECEPTACLE T 20 Tol 20 13 RECEPTION RECEPTAGLES ” 200 | 60 3. GOTHAM, LIGHTOLIER, OMEGA, PATHWAY COVENTRY AND INFINITY WITH -YM OPTION ARE ACCEPTABLE MANUFACTURERS FOR FIXTURE TYPE INDICATED.
4. REFER TO DRAWINGS FOR MOUNTING REQUIREMENTS SUCH AS WALL MOUNT, END MOUNT, CEILING MOUNT AND PROVIDE FIXTURES ACCORDINGLY.
61 | 500 GARBAGE DISPOSAL 11 20 [A] 20 |1 RECEPTION RECEPTACLES X 800 | 62 P ROVIDE DIRECTIONAL ARROWS AS SHOWN ON DRAWINGS.
_ 63 | 1000 REFRIGERATOR cgl1| 20 [B] 20 |1 CONFERENCE ROOM RECEPTACLES | X 400 | 64 o 5 4Bs0s SENG . oo . ST SWITCH (NS . o  FOR TWO
5, PROVIDE A BODINE #B50ST-PE5-75 EMERGENCY BALLAST WITH TWO POLE REMOTE TEST SWITCH (INSTALLED ADJACENT TO FIXTURE) FOR TWO LAMP
| 65 | 800 X | BREAKROOM RECEPTACLES 11 20 [c| 20 [+ CONFERENCE ROOM RECEPTACLES | X 400 | 66 OPERATION AT 1350 LUMEN MINIMUM OUTPUT.
67 | 1800 WH-1 (CORRIDOR 212) 11 20 [A] 20 |1 CONFERENCE ROOM RECEPTACLES | X 1200 | 68
PANEL PANEL 69 | 400 X | IT CLOSET 1] 20 |B| 20 |1| | CONFERENCE ROOM RECEPTACLES | X 800 | 70 6. PROVIDE WITH SELF-DIAGNOSTIC MAINTENANCE ELECTRONICS.
M1 M2 EXISTING TRANSFORMER 71 | 400 X | IT CLOSET 1] 20 |c| 20 |1]| | CONFERENCE ROOM RECEPTACLES | X 1200 | 72 £ SEE DRAWINGS FOR ROW LENGTHS AND _.moﬁ_o_/o_m OF EMERGENCY FIXTURES.
(PROVIDED UNDER PHASE 1) 73 | 800 X | IT CLOSET 1] 20 [A| 20 | 1| | CONFERENCE ROOM PROJECTORS 1000 | 74 8. PROVIDE STEPPED DIMMING BALLAST. 100% TO 50%.
75 500 FACP L|1 20 |B| 20 1 WH-1 (TOILET 132) 1800 76
77 | 500 EF-3 11 20 [c] 20 |1 WH-1 (MEN 213) 1800 | 78
79 SPACE ONLY Al 20 |1 SPARE 80
L SPACE ONLY Al 20 [1] [seare o MAIN DISTRIBUTION PANEL MDP
120/208 VOLT, 3 PHASE, 4 WIRE 600 AMP MAIN BREAKER
MAIN LEVEL 83 SPACE ONLY cl 20 |1 SPARE 84
_ | REMARKS. FULL NEUTRAL 600 AMP BUS 42K AIC RATED
L = PROVIDE LOCKING HANDLE DEVICE. <MW_.M._. _,\_Mpw_z._.mc = SERVICE ENTRANCE RATED
G = PROVIDE GFI TYPE CIRCUIT BREAKER. LOAD WIRE SIZE/CONDUIT SIZE
NO. | TRIP KVA
FLECTRICAL KEYNOTES AA vv M | 600/3 | MAIN 145.0 | 2 SETS (4#350KCMIL, 4"C.)
P 1 225/3 | PANEL 'M1' 28.8 | 4#4/0, 1#4 GRD., 3"C.
vzmm_. _um“mm._. PROVIDE A TRANSIENT VOLTAGE SURGE SUPPRESSOR (TVSS) INTEGRAL WITH MAIN
DISTRIBUTION PANEL. TVSS SHALL BE DIRECTLY CONNECTED TO THE . ;
MDP DISTRIBUTION PANEL BUS WITH AN INTEGRAL CIRCUIT BREAKER TO SERVE AS 2 | 225/3 | PANEL 'M2 64.1 | 4#4/0, 1#4 GRD., 3°C.
GRD. PER NEC DISCONNECTION MEANS. THE TVSS SHALL COMPLY WITH THE UL—1449 SECOND
INCLUDE SURGE RATED INPUT FUSES, POWER AND STATUS INDICATOR LIGHTS, . _ _
= EMI/RFI FILTERING, AND SHALL BE RATED FOR A SURGE CURRENT OF 160,000
AMPS PER PHASE. 4 | 1003 | ExisTING AC-1 EXTEND EXISTING WIRE/CONDUIT AS
BASEMENT LEVEL REQUIRED
AHv PROVIDE STONCO P105 PHOTOCELL MOUNTED ON ROOF FACING NORTH.
5 100/3 | SPARE
6 SPACE ONLY
NO SCALE
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